
The Tracking behind
the GS total security system.

• Track every 15 sec., 1, 2 or 5 minutes
• Set Speed Alerts
• Set Geofence Alerts
• Intelligent Dispatch Capability
• Instant Locates to know a vehicles location in between updates
• Starter Disable to prevent vehicle from being driven
• Unlock Vehicle Doors from the Web or Phone
• 2 Additional Inputs (4 Inputs Total)
• Maintenance Alerts (Coming Soon)
• virtual Odometer Mileage Tracking (Coming Soon)

General Specs :
• Input Voltage:                        +6 to +32 VDC
• Power Consumption:             < 75 mA @ 12v Average                                     
                                                 < 20 mA @ 12v Network Connected Sleep
                                                 3 mA @ 12v Deep Sleep
• Memory/Onboard Storage:    5,000 Positions
• Inputs:                                    2 Biased Low (Ignition & Input 1)
                                                 3 Biased High

GPS / GSM/Wireless Specs :
• Receiver:                               50 Channel, continuous tracking receiver with WASS
• Wireless:                               GSM Quad band (850/900/1800/1900 MHz)
• Regulatory Approvals:           FCC - Parts 22, 24; PTCRB

Physical Specs :
• Size:                                      4.55”L x 2.31”W x .87”H
• Weight:                                  2.9 oz.

Environmental Specs :
• Operating Temp:                   -30° C to +75°C
• Storage Temp:                      -40° C to +85°C 
• Shock & Vibration:                SAE J1455, US Military 202G & 810F

• Orange Solid:    Comm Established w/GSM Network           • Green Solid:     Good GPS Signal
• Orange Flash:    Looking for GSM Network                          • Green Flash:     Looking for GPS Satellites

GS500
GPS Fleet Tracking


